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American Telephone and Telegraph Company 


BELL SYSTEM PRACTICES SEUTION P30.923 
Teletypewriter and Manual Issue B, 2-1-52 
Telegrazh Station and PBX Long Lines Department 


400-600AC 


Installation and Maintenance Dist. Cla: 


TELETYPEWRITER STATION MAINTENANCE 
MAINTENANCE SPARE TELETYPEWRITER EQUIPMENT 


1. GENERAL 
1.00 This issue supersedes Issue A. 


1.01 This section describes the plan under which 
the Long Lines Department provides spare 
teletypewriter equipment for use in the maintenance 
of its teletypevriter stations and includes infor- 
mation that may be used as a guide in determining 
the amount and location of such equipment. It 1s 
reissued to change title references to Plant 
Gjerating Engineer and Teletypewriter Shop. 


1.02 The equipment so provide. will te referred to 
in this section as "maintenance spare” equip- 
ment. 


1.03 The plan provides for spare teletypevriter 

units at selected ‘locations for temporary wu: 
in restoring service primarily at stations not pro: 
tected with installed spare machines in the event 
of certain trouble conditions described in Part 2. 
In some instances circumstances may varrant use of 
the spare units at stations with installed spare 
equipment, but it 1s expected that such cases vill 
be infrequent. The spare units associated with 81 
type svitching centers are not discussed in the plan 
as they are engineered as part of the installation 
and are considered as installed spares. 


1.94 It 1s not economical to provide maintenance 
spare units as discussed in this section in 
guffictent quantity or to employ them in a manner 
Such as to provide continuity of service at one set 
unprotected stations comparable to that obtained 
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through the use of installed spares furnished in 
accoreance with established tariffs. In addition, 
it is neither intended nor implied that provision 
of maintenance spare apparatus shall reduce the 
need for adequately trained maintenance personnel. 
Rather, it is the aim to reduce, insofar as it is 
practicable end economical, the possibility of ab- 
normally long and unreasonable interruptions caused 
by the procurement of parts or certain troubles 
which experience has shown cannot prevented des- 
pite high grade maintenence. 


1.05 The plan applies to customer ovned unprotected 

stations for which the Long Lines has the 
maintenance responsibility under Plan 4, as well as 
to Long Lines unprotected stations 


2. USE OF EQUIPMENT 


2.01 Maintenance spare units ere provided for tem- 
porary use in connection vith trouble clearing 


vork under the following conditions: 


(a) When the trouble is of such @ nature as to 

require the removal of the defective unit to 
@ Telepione Company Central Office or a Teletype- 
writer Shop for repairs. 


Typical examples of such instances are: 


(1) Parts replacements or repairs that require 

extensive dismantling, and testing or use 
of tools not available in the field, such as 
broken frame or type bar cestings, and burned 
out motors. 


(2) Recurring troubles of an occasional nature 

that cannot be located without considerabl 
exemination, testing and observation. Such cases 
vould include troubles evidenced ty infrequent 
errors or function failures 


(3) When e trouble cannot be located efter a 
reasonable length of time or after failure 
of attempted corrective measures. 


(>) When the unit 1s repaired on the customer's 
premises, but the trouble is such that it 
takes an abnormally long time to clear. 


Typical examples of such instances are 


(2) Required parts not on hand and a spare unit 
can be obtained and used to restore service 
sometime prior to the receipt of the replacing 
parts. 
(2) When « unit vould normally be returned to 
the central office or shop as covered in (a) 
above, but due to the lack of such facilities 
vithin a reasonable distance, the repairs are 
mado on the customer's premises. 


2.92 When a maintenance spare unit is used to re- 
Flace a unit in trouble, the regular unit 
shall he repaired and returned te its normal service 
locetion as promptly as 1s practicable in order that 
the maintenance spare unit will Be available if 

needod at other stations. 


2.03 Units held as maintenance spares should not be 

used to replace installed units in connection 
with planned reconditioning work. Equipment re- 
quired for this purpose should be obtained from 
other available teletypewriter supplies. 


"2.94 It 1s not intended that maintenance spare 
units be used to permit routine maintenance 
vork to be performed without interruption to the 
service or to clear trouble on a unit replacement 
basis. Should it appear necessary to depart from 
this practice the matter should be referred to the 
Plant Operating Engineer via normal channels. 


3. QUANTITY AND LOCATION 


Maintenance spares vill normally be provided 
on the basis of protecting a number of stations 
in an area. The units may be held at Long Lines or 
Associated Company Central Offices in towns having 
meintenance centers or in Teletypewriter Shops. 

Units should not be stored at customer's stations 

and if other space $s not available refer the case 
via normal channels to the Plant Operating Eng!neer. 
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3.02 The quantity of ecuipment and its location 

should be determined by an analysis of station 
locations, types and speeds of the service equipment, 
hours of service, availability of transportation and 
the maintenance conditions, including the capability 
of the maintenance personnel. The time required for 
@ unit to reach the station in trouble from the 
storage point will vary, depending cr the means of 
transportation. The storage locations should be 
selected so that, in general, this time does not 
exceed 8 hours. 


3.03 Utility of the spare units can be increased, 
with @ consequent reduction in the number re- 
quired, by methods similar to the folloving: 


1. Where type arrangements differ by severe) 

characters, it is practical to provide typing 
units vith extra type bars heving the desired yaliets 
The extra type bars should be aligned, and fitted to 
the spare units in advance. 


2. Remote Motor Control units may be used for re- 
Placement of units not so equipped ty the 
removal of the motor stop function lever. Iikevise, 
units equipped vith tabulators may be used as re- 

placements for unitsnot so equipped. 


3. Where both 60 and 75 speed services are to be 
protected with the same unit, it should meet 
the requirements for 75 speed. 


4. If any of the service machines are equipped 
with radio induction filters, the maintenance 
units should also be equipped with filters 


3.04 The diagram end equipment list attacked to 

this section have been prepared to ‘llustrate 
what are considered to be reasonable quantities and 
locations for maintenence spare units in a typical 
maintenance area. It is not practical to determine 
Tequirements on a percentage basis, because the 
number and types of machines, installed srares, 
characteristics of services, etc., all have to be 
tien into account as a guide, and gocd judgment 
used in vorking out the maintenance spare 


requirements. The distances and quantities shovn 
in the examples are, therefore, significant only 
vhen considered along with the other influencing 
factors. 


3.95 A review of established spares should be made 
periodically and not less frequent that an- 

nually, to determine if the requirements for the 

various items still exist or if changes are indicated. 


4, MAINTENANCE OF STOCKS 


4.01 Maintenance spare units shall be maintained 
in good condition at all times by means of 
periodic inspections and tests. Since the units 
will receive little use the interval between tests 
and inspections shall be the maximum consistent 
vith meeting the needs for adequate lubrication. 


4.92 Provision should be made for testing the 

maintenance spare teletypewriter units. For 
example, tests of a typing unit will require a bai 
motor unit and, in some cases, @ source of D. C. 
pover. 


4,03 Units shall be adequately protected in 
against dust or damage. They should prefer- 

ably be kept in sealed contatners, although en- 

closed lockers or cabinets are also satisfactory. 


4,08 In no case should parts be removed from spare 
units for in maintenance work. 


4,05 Units held in maintenance spare stocks should 
not be used to start new services. 
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DIAGRAM OF TYPICAL TELETYPEWRITER MAINTENANCE CENTER AREAS 
‘SHOWING INSTALLED AND MAINTENANCE SPARE EQUIPMENT 
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